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CH-9424 Rheineck

  +41 71 886 44 44
 +41 71 886 44 49

 info@gifas.ch
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Technical data lamp Technical data charging station

Control element Light mode with 1'900mAh batteries / accus

TorchLED torch light "Swiss Army"
battery or accu operated

The new Swiss Army TorchLED is available for individuals at:

Kantonales Zeughaus Zürich
Uetlibergstrasse 113
Postfach
8090 (8045) Zürich

Opening hours:  Monday – Friday 07:30 – 16:30 o‘clock
                          (except public holidays)
 
Phone +41 (0)43 259 71 30
Fax +41 (0)43 259 71 92
E-Mail info@a-shop.ch
Internet www.a-shop.ch

Direct link to the TorchLED:
http://a-shop.ch/index.php/lampen/taschenlampen.html

Power supply: 4 pcs AA 1.5 V batteries or 
 4 pcs AA 1.2 V accu cells
Luminous flux: 185 lm (2 LED white full light)
Protection class: IP54
Equipment: 2 x white / 2 x red / 2 x green
Housing: –  PA6-housing, with rubber overmolded  

handle lots (non-slip)
 – freestanding
 – Belt clip (chrome steel)
 – mechanical resistant
Temperature range: – 20° C to +45° C
Dimension (L×W×H):  68×115.5×35 mm
Weight: approx. 115 g without cells

Operating voltage: 100 - 240VAC / 12 - 48 VDC
Power supply: 700 mA charging current
Protection class: IP44
Housing: – ABS
 – Wall or table mounting possible
 – Lamp retaining clip
Contacts: Spring steel, gold plated
Charging time: at 1'900mAh cells max. 4 h
Temperature range: 0° C to +40° C 
Dimension (L×W×H):  86.6×79.6×44 mm

a) Broad light

b) Focused light

c) Red light

d) Green light

e) Green charging indicator

B  Choice of function

Broad light
Focused light
Full light
Red light
Red flashing light
Green light
Press: dim

A ON/OFF

Tap: ON/OFF with memory function

Main functions Functions Operating time
Battery Accu

1 power LED white - Bright light 100 % approx. 6 h approx. 6 h
- Bright light dimmed > 80 h > 80 h
- Broad light 100 % approx. 6 h approx. 6 h
- Broad light dimmed > 80 h > 80 h

Signal lights with 
2 LED

- Permanent 
- Dimmed

> 40 h
> 80 h

> 30 h
> 60 h


